





Important Safety and Warranty Information
The maintenance, service and repair procedures described in this Manual
should be performed only by trained and authorized factory personnel or dealer
technicians. To avoid serious personal injury or damage to the boat or its com-
ponents, all steps in each procedure and all safety recommendations should be

strictly observed. Failure to follow the procedures described in this manual will
void any and all warranties and may cause personal injury or damage to com-
ponents and adversely affect the operation of the boat.
CONSUMERS SHOULD NEVER ATTEMPT TO UNDERTAKE THE
MAINTENANCE AND REPAIR PROCEDURES DESCRIBED IN THIS MANUAL.

Welcome Aboard!

ONGRATULATIONS ON YOQUR CHOICE OF THE FINEST SKI BOAT AVAILABLE,

MasterCraft is the recognized world leader for inboard ski boats today and has
been for more than 30 consecutive years, The quality, innovation, selection and value
are unmatched in the industry,

PLEASE TAKE A FEW MINUTES TO READ THIS OWNERS AND OPERATORS MANUAL COMPLETELY
before you use your MasterCraft boat for the first time. It will help you answer
most of the remaining questions you may have about your new hoat.

l EVERY EFFORT HAS BEEN MADE TO MAKE THIS MANUAL ACCURATE, ALL INFORMATION
is based on the latest product information available at the timne of printing.

B ECAUSE OF OUR POLICY OF CONTINUQOUS PRODUCT IMPROVEMENT, WE RESERVE THE
right to make changes at any time, without notice, in specifications and models
and also to discontinue models. The right is also reserved to change specifications,
parts or accessories at any time without incurring any obligation to equip the same on
models manufactured before the date of the change.

MasterCraft

THE CONTINUING ACCURACY OF THIS MANUAL CANNOT BE GUARANTEED. THE
illustrations used in this manual are intended only as representative reference
views and may not depict actual model component parts. Information about certain
on-board components furnished by suppliers other than MasterCraft is provided sep-
arately. This information is available from your dealer.

NOTE: The information given in this Owner's Manual may
not be applicable to international waterway rules. If you
have dny queslicns, please contact your local authority.
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Construction and Standards

............. B D R D R T T Py

LL MasterCraft BOATS ARE CONSTRUCTED OF THE HIGHEST QUALITY FIRERGLASS
materials and resins available. We take pride in producing boats with the
highest standards of quality and workmanship. Our commitment to excellence is
evident in every part of the production process and facility. This commitment
continues to the owner with our limited warranty.

The hull, deck, stringers and inner liner are 100 percent hand-laid, with up to 22
layers of fiberglass. All major hardware is anchored in steel or composites that
have been in-laid into the hull and liner during the construction process.

All fasteners, hardware, handrails, shafting and lifting rings are made from pre-

mium-grade stainless steel. All parts operating in the water are constructed of !
bronze alloys. Every boat is lake-tested and quality-checked at the factory. A per-
manent quality record is kept for future reference. :

LL MasterCraft BOATS COME EQUIPPED WITH MANY STANDARD FEATURES. Standard Features
Among the skiing features are: :

» anodized aluminum ski pylon e oversized convex mirror

* tournament speedometers * center ski storage locker

= transom ski tow eye.

Amenities include:
* driver’s seat with rotocast frame + teak swim platform

* drink holders * color-coordinated upholstery
« acoustically insulated engine box * lockable glove box
+ storage trunk vnder sun pad * sun pad.

Among the safety-oriented features are:
* engine warning light s tethered engine-stop switches
= rear-facing or swivel observer seats » bilge blower & pump system
* vital warning and caution labels « horn
» fire extinguisher * navigational lighting.

Performance features encompass:
¢ instrumentation and custom gauges
« competition throttle control
+ SilentMaster muffler/exhaust system
* a General Motors state-of-the-art, fuel-injected V-8 engine.
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Certification

A WARNING

Hull

Serial Number
Locations

As AN ACTIVE MEMBER OF THE NATIONAL MARINE MANUFACTURERS
ASSOCIATION (NMMA), every MasterCraft boat and trailer meets or
exceeds the rigid specifications for certification. This affirmation exceeds the
federally mandated United States Coast Guard (USCG) requirements and is
backed by the 600-member NMMA.

Inspections are performed annually by a nationally recognized, independent test-
ing organization—the NMMA. Inspectors visit the plant each year before the
model year begins to check all our models for conformance, The inspectors then
return—unannounced—during the year to insure continued compliance with cer-
tification requirements.

Certification checks are developed by the NMMA enginecring staff and the
Marine Service Practices Committee to help guard against over-powering, over-
loading, fire, explosion, sinking and collisions.

All parts used in the construction of MasterCraft boats meet or exceed USCG and
American Boat and Yacht Council (ABYC) standards.

NOTE: Never use or authorize the use of automo-
tive poris, clone paris or parts of unknown quality,
design or eorigin. Insist on only genulne Master-
Craft replacement parts from your dedaler.

HE HULL IDENTIFICATION NUMBER (HIN) CAN BE FOUND AT THE TOP, GUTSIDE,
starboard comer of the transom. The HIN is molded into the transom and
federal taw prohibits removal or tampering in any way.

|

MasterCrart

WORLD RECORD SKI BOATS
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THE ENGINE IDENTIFICATION NUMBER (EIN) IS IMPRINTED ON THE STARBOARD
(right} side of the oil pan.

THE TRANSMISSION IDENTIFICATION NUMRBER (TIN) IS IMPRINTED ON A PLATE FOUND
on the top, port (left) side of the housing.

MASTERCRAFT TRAILERS HAVE A STICKER ON THE LEFT-HAND SIDE OF THE FRAME
that lists the trailer’s identification number.

HE IDENTIFICATION NUMBERS OF YOUR BOAT ARE IMPORTANT TO YOU. RECORD

the serial and model numbers of your boat in the spaces provided. Keep a
copy of these numbers on a separate sheet of paper and store in a safe place other
than your boat.

In case of theft, report these numbers in writing to local authorities, your insur-
ance agent and MasterCraft in care of: Customer Service, MasterCraft Boat
Company, 100 Cherokee Cove Drive, Vonore TN 37885.

Engine

Transmission

Trailer

Serial Number

TS T VIR M FEECHTII SO LT SR C R Ir
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...........................

OUR SAFETY, AS WELL AS THE SAFETY OF OTHERS WITH AND ARGUND YOU, IS A direct

result of how you operate and maintain your boat. Read and comprehend this
manual. Make sure that you understand all the controls and operating instructions
before attempting to operate the boat. Improper operation is exiremely dangerous.

The basic safety rules are outlined in this section of the manual. Additional pre-
cautions throughout the manual are noted by the following symbols.

A WARNING

This indicates a potentially hazardous situation, which, if not avoided, could result
in death or serious injury.

& CAUTION

This symbol indicates a potentially hazardous circumstance, which, if not avoid-
ed, may result in minor or moderate injury. It may also be used to alert against

& DANGER

This sign indicates an imminently hazardous situation, which, if not avoided, will
result in death or serious injury. This is limited to the most extreme situations.

unsafe practices.

The precautions listed in this manual and on the boat are not all-inclusive. If
a procedure, method, tool or part is not specifically recommended by
MasterCraft, you must satisfy yourself that it is safe for you and others, and
that the boat will not be damaged or made unsafe as a result of your decision.
REMEMBER: ALWAYS USE COMMON SENSE WHEN OPERATING, SERVICING OR REPAIR-
ING THE BOAT!

In addition to everyday safety, failure to observe the safety recommendations may
result in severe personal injury or death to you or to others. Use caution and com-

Owners Manual



mon sense when operating your boat. Don’t take unnecessary chances!

Be certain that all boat operators are aware of this information and conform to
boat safety principles.

B OATING SAFETY STARTS WITH A THOROUGH UNDERSTANDING OF OPERATION. IN
addition to careful review of this manual, you should be aware as well that
there are many sources of information available. MasterCraft urges you to pur-
sue additional training,

The following is a listing of just some of the agencies and organizations that offer
safety training or information:

. American Red Cross, National HQ
8111 Gatehouse Road, 6th Floor
Falls Church VA 22042
(202} 737-8300

. American Water Ski Association (AWSA)
799 Overlook Drive
Winter Haven FL 33884
(941) 324-4341

. Boat Owners Association of the United States (BOAT/US)
880 South Pickett Street
Alexandria VA 22304
(703) 823-9550

. National Safe Beating Council
2550 M Street NW, Suite 425
Washington DC 20037
(202) 296-4588

. U.S. Coast Guard Auxiliary Commandant {(G-NAB)
2100 Second Street SW
Washington DC 20593-0001
(202) 267-1001

FEDERAL LAW REQUIRES CERTAIN SAFETY EQUIPMENT TO BE ON-BOARD AT ALL
times. In addition, responsible boaters carry other equipment in case of
emergency. Check with the local boating authorities for any additional require-
ments over and above the federal stipulations, '

MasrerCrarft
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Required Equipment

Recommended
Equipment

ﬁ 7 OUR MasterCraft HAS BEEN EQUIFPED AT THE FACTORY WITH MOST OF THE fed-
erally required safety equipment for inland waters (Class 1, 16’-to-26°).
This equipment includes:

» UL-approved Marine Fire Extinguisher, Type A-BC (2 1bs.), good for
solids, liquids, and electrical fires

= ABYC-approved Marine Mufflers with water injection

= USCG-approved Marine Flame Arrestor

= USCG-approved Engine Box Ventilation with spark-less power blower
= ABYC-approved Electric Horn sound warning device

¢ USCG-approved inland lighting

Federal law also requires at least one Type I, IT or IIT Personal Flotation Device
(PFD)} for each person on board or being towed on water skis or other recre-
ational equipment. In addition, one throwable Type IV PFD must also be on
board. As the owner, obtaining the appropriate PFDs is your responsibility. Your
MasterCraft dealer can—and will be happy to—assist you.

NOTE: Requirements for coastal waters and
Inland waters differ. Check with the local
authorities for more information.

A. SMART OWNER WILL AVOID POTENTIAL PROBLEMS ON AN OUTING BY HAVING
additional equipment on board. Normally, this equipment is dependent on
the body of water and the length of the trip.

We suggest the following—as a minimum. Your MasterCraft dealer can also
assist you with additional recommendations.

. An anchor with at least 75-feet of line

. A manual bailing device for removing water
. A combination oar/boat hook

. A day-and-night visual distress signal

. A first aid kit and manual

. An airway breathing tube
. A waterproof flashlight

» A set of local navigation charts
. Mooring lines and fenders

. Extra engine oil

. A tool kit

. A portable, battery-operated AM/FM radio

Owners Manual



OATING-RELATED ACCIDENTS ARE GENERALLY CAUSED BY THE OPERATOR’S

failure to follow basic safety rules or written precautions, Most accidents
can be avoided if the operator is completely familiar with the boat, its operation,
and can recognize potentially hazardous situations before an accident occurs,

...Improper operation Is extremely dangerous. Operators must
read and understand all operating manuals supplied with the
koat before operation.

...On-board equipment must always conform to the governing
federal, state and local regulations.

..Always attach the engine safety shut-off switch lanyard to a
part of your clothing, such as a belt {oop, when operating the
boat.

...Never override or modity the engine safety shut-off switch or
englne neukral starling safety switch in any way.

...Never operate the boat while under the influence of alcohol
or other drugs.

...Never stand or aliow passengers to stand in the boat—or sit
on the motor box-—-while underway. You or others may be
thrown from the boat.

...Prior to staring the engine, you must open the engine box
and check the engine compartment and bilge for gasocline
and oil vapors. You MUsST ALSO OPERATE THE BLOWER FOR AT LEAST FOUR
miNuTES. Falluse 10 do se may result in fire or explosion.

...Never remove or modify any componenis of the fuel sysiem
except for maintenance by qualified MasterCroff service per-
sonnel. Tampering with fuel componenis may cause a haz-
ardous condition.

..Never allow any type of spark or open flame on board. It
may result in fire or explosion.

KIERS ARE OBLIGATED TO BE AS AWARE OF THE FUNDAMENTAL SAFETY RULES AS
S operators must. If you are new to water skiing, seek certified training before
starting. You will find it especially helpful to join a local ski club and the AWSA,
when possible.

Always remember that the majority of water skiing injuries are the result of

impacts with other objects, so always look where you are going and be aware of
what is going on around you.

MasterCraft

Safety Afloat

A\ warvivG

Failure to adhere to
these warnings may
result in severe injury
or death to you and/
or others.
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& CAUTION

Failure to adhere
to this caution
may result in

injury.

A\ warniiG

Failure to adhere
to these warnings
may result in
severe injury or
death to you and/
or others.

HE USE OF AN UNAPPROVED SKI PYLON EXTENSION OR EXTENSIONS IS NOT RECOMMENDED BY
MasterCraft on our products. If you elect to use unapproved merchandise, be aware that
they could create excessive stress on your boat and could result in damages not covered by the
warranty. MasterCraft offers a pylon extension tower that has been factory-tested and will not

damage your boat when used as directed. Use of any other pylon tower may void your warranty.

...Everv skier must always wear a USCG-approved
personal flotation device.

..Mainiain a distance of ot least 100 feet from «all
other objects, Including other boals, plers, rafis,
mooring and navigational buoys, pllings, abutments,
or any other items.

-..Always have an experienced driver and observer
in the boat when skiing.

...Never ski In shallow water, close to shere, or In
water where you do not know the depth or what Is
beneath the surface.

...Never put your arm, hecd, or any other part of your
body through the handle-bridle of the ski line nor
wiap the line around any part of the body at any
time. :

...Never ski at night, or directly in front of other boats.

..Never Jump fiom a boat that Is moving at any
speed, nor enter or exit the water when the engine is
nunning (ON).

..Make sure thal everyone knows and uses
approved skiing hand signals and common skiing
courtesy.

RYIGE OF THE ENGINE

Warning Plates and Labels

AVOID SERIOUS INJURY S8HUT QFF AND/OR DO SPECIAL TOOLS, TRAlNlNaA.::_g
INE REPLACEMENT P,
NOT START ENGINE BEFORE ALLOWING ANYONE | . 0en e e o

ON OR ABOUT SWIM PLATFORM. MASTERCRAFT BOAT COMPANY.
THE FUEL BYSTEM SHOULD BF

KEEP AWAY FROM REAR SEAVICED ONLY BY A MASTER-

| ERTIFI -
OF BOAT WHILE ENGINE AN, DO 0 ATTEPT T0 SERVICE
{S RUNNING TO AVCID _ . THE GYSTEM YOURSELF.

PERSONAL INJURY.

‘GASOLINE VAPORS CAN EXFLODE.
BEFORE STARTIHG ERGINE: CHECK
ENGIME COMPAATMENT FOR GAS(HLINE
OR VAPORS. OPERATE BLOWER FOR 4
MINUTES. RUN BLOWER BELOW CAUIS-
ING BPEED.

ENGINE SHUTOHOWHN LANYARD SHOULD
BE ATTACKED TO OPEAATOR'S PERSON]

AT ALL TIMES DURING OPERATION.

FIRE AND EXPLOSION
HAZARD, INSPECT

Read and note ALL warning plates and labels
from bow to stem! Plates and labels shown here
are only for example, and those listed in your
boat model may vary significantly from these.
YOU MUST READ AND ADHERE TO ALL CAUTIONS AND
WARNINGS IN AND ON YOUR BOAT!

SYSTEM REGUELARLY.
EXAMINE FUEL TANKS
FOR LEAKS OR
CORROSION AT LEAS
ANNUALLY.

Owners Manual



Rules of the Open Water

JUST AS THERE ARE RULES WHICH APPLY WHEN DRIVING A VEHICLE ON THE STREET,
there are waterway rules which apply when you are driving a boat. These rules
are used internationally, and they are also enforced by the United States Coast
Guard and local agencies. You should be aware of these rules and follow them
whenever you encounter another vessel on the water.

In various geographic locations certain rules prevail that may be unique to the
locale, but all are basically the same as the International Rules of the Road.

The rules presented in this manual are condensed and have been provided as a
convenience only. Consult your local U.S. Coast Guard Auxiliary (USCGA),
Department of Motor Vehicles (DMV) or Department of Natural Resources
(DNR) for a complete set of rules governing the waters in which you will be
using your boat. If you plan to travel—even for a short trip—you would be well
served to contact the regional USCGA, DMV or DNR in the area where you will
be boating.

ﬁ NY TIME TWO VESSELS ON THE WATER MEET ONE ANOTHER, ONE VESSEL HAS
the right-of-way. It is called the sfand-or vessel. The vessel which does
NOT have the right-of-way is called the give-way or burdened vessel.

These rules determine which vessel has the right-of-way, and accordingly, what
each vessel should do.

r I VHE VESSEL WITH THE RIGHT-OF-WAY HAS THE DUTY TO CONTINUE ITS COURSE

and speed, except to avoid an immediate collision. When you maintain your
direction and speed, the other vessel will be able to determine how best to avoid
you.

THE VESSEL WHICH DOES NOT HAVE THE RIGHT-OF-WAY HAS THE DUTY TO TAKE
positive and timely action to stay out of the way of the stand-on vessel.
Normally, the give-way vessel should not cross in front of the stand-on vessel.
Slow down or change directions briefly and pass behind the other vessel. You
should always move in such a way that the sfand-on operator can see what you
are doing.

MasrerCraft
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Give-Way Vessel



The General
Prudential Rule

Rules When
Encountering
Vessels

Meeting

12

THIS RULE IS CALLED RULE 2 IN THE INTERNATIONAL RULES AND SAYS,

“In obeying and consiruing these rules due regard shall be

. had- 16 all dangers of navigation and collislon, and to any
" $pecial-circumsfances, which may render a departure from
the above rulss necessary In order to avold immediate dan-

HERE ARE THREE MAIN SITUATIONS IN WHICH YOU MAY ENCOUNTER OTHER
Tvessels and you must observe the Steering Rules in order 1o avoid a colli-
sion. These are:

®* Meeting (you are approaching another vessel head-on)
* Crossing (you are traveling across the other vessel’s path)
* Overtaking ( you are passing or being passed by another vessel)

Using the following illustration in which you are the boat in the center, you
should give right-of-way to all vessels shown in the white area. In this instance,
you are the give-way vessel. All vessels in the shaded area must yield to you as
you are the stand-on vessel. Both you and the meeting vessel must alter course
to avoid each other.

F YOU ARE MEETING ANOTHER POWER VESSEL HEAD-ON, AND YOU ARE CLOSE
Ienough to run the risk of collision, neither of you has the right-of-way. Both
of you should alter course to avoid an accident. You should keep the other ves-
sel on your port (left) side. This rule doesn’t apply if both of you can clear each
other by continuing your set course and speed.

Owners Manual



HEN TWO POWER-DRIVEN VESSELS ARE CROSSING EACH OTHER’S PATH CLOSE
enough to run the risk of collision, the vessel that views the crossing ves-
sel to the starboard (right) side must give-way.

If the other vessel is to the port (left) side, maintain your course and direction,
provided the other vessel gives you the right-of-way as it should.

i

IF YOU ARE PASSING ANOTHER VESSEL, YOU ARE THE GIVE-WAY VESSEL., THIS MEANS
that the other vessel is expected to maintain its course and speed. You must stay
out of its way as you clear it, altering course and speed as necessary.

Conversely, if you are being passed by another vessel, you should maintain your
speed and direction so that the other vessel can steer itself around you.

e
= r
G— / MCBM254

HERE ARE THREE OTHER RULES TO ALWAYS REMEMBER WHEN DRIVING YOUR
boat around other vessels:

HEN NAVIGATING IN NARROW CHANNELS, YOU SHOULD KEEF TO THE RIGHT
then it is safe and practical to do so. If the operator of a power-driven
vessel is preparing to go around a bend that may obstruct the view of other water
vessels, the operator should sound a prolonged blast on the whistle or horn— four
to six seconds,

If another vessel is around the bend, it too should sound the whistle or horn, Even

if no reply is heard, however, the vessel should still proceed around the bend with
caution.

MasrerCrarft
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Fishing Vessel
Right-of-Way

Sailing Vessel
Right-of-Way

Reading Buoys
and Other Markers

If you navigate these type of waters, you should carry a portable air horn, which
are available from local marine supply stores,

ﬁ LL VESSELS WHICH ARE FISHING WITH NETS, LINES OR TRAWLS ARE CONSIDERED
under International Rules to be fishing vessels. Boats with trolling lines are
not considered fishing vessels.

Fishing vessels have the right-of-way, regardless of position. These vessels, how-
ever, cannot impede the passage of other vessels in narrow channels.

AILING VESSELS SHOULD NORMALLY BE GIVEN THE RIGHT-OF-WAY. THE
S exceptions to this are:

...When the sailing vessel is overtaking the power-driven vessel, the power-
driven vessel has the right-of-way.

...Sailing vessels should keep clear of any fishing vessel.

...In a narrow channel, a sailing vessel should not hamper the safe passage of
a power-driven vessel which can navigate only in such a channel.

HE WATERS OF THE UNITED STATES ARE MARKED FOR SAFE NAVIGATION BY THE

lateral system of buoyage. The markers and buoys you will encounter have
an arrangement of shapes, colors, numbers and lights to show which side of the
buoy a boater should pass when navigating in a particular direction.

The markings on these buoys are oriented from the perspective of being entered
from seaward while the boater is going towards the port. This means that red
buoys are passed on the starboard (right) side when proceeding from open water
into port, and black buoys are to port (left) side. When navigating out of port,
your position to the buoys should be reversed: red buoys to port and black buoys
to starboard.

Many boating bodies of water are entirely within the boundaries of a single state.
The Uniform State Waterway Marking Systems has been devised for these
waters. This system uses buoys and signs with distinctive shapes and colors to
show regulatory or advisory information.

These markers are white with black letters and orange borders. The information
signifies speed zones, restricted areas, danger areas and general information.

Remember: Markings may vary by geographic location. Always consuit local
boating authorities before driving your boat in unfamiliar waters.
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Examples of
Buoys and Markers

MAIN CHANNEL BUOYS

NUN BUOY

Even number,
Leave to starboard.

no change

A
WD

~ e RBL cl o
~. or o
- n, "GL oF LIGHTED BUOY
2 0 «&° (Port Hand)
g) 7 0&44, © . N
i  NZ
L N o Odd number, increasing
o . e toward head of naviga-
&° A tion. Leave to port (left)
! o proceeding upsfream.
!
' BUOY
g) s ! COLOR CODE
[}
I
o, B 5LACK LGHTED BUOY
] B D (Starboard Hand)
+ B GREEN Even number, increasing
0, toward head of naviga-
/ @ \ © tion. Leave fo starboard
{right) proceeding
o . 4 \\ upstream.
® /AN
Proceeding forward head
of nawvigation from seaward
Top Mark LIGHTED SAFE
SECONDARY CHANNEL BUOYS ted Light WATER BUGY
STARTS NEW NUMBERING 5YSTEM
o No number. Marks rid-
Yol .. channel. Pass ¢n either
side. Letter has no lateral
.. oR == CAN BUOY significance; it is used
Odd number. for identification and
old new Leave to pori. S -\.. =N \ %\ location purposes,
WY W
UGHTED PREFERRED
(? Red or Red CHANNEL TC PORT BUCY

Light l% Light
;

No number. Topmost
band red; preferred chan-

OR nelis to the left of the

buoy. Lefter has no lateral
new  significance; it Is used for
Identification and location

=N TN purposes.
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General Layout...205 ¢en, 210 & 230 «ignn

Stern Eve
Bow Light
Blower Exhaust _
/
o - - P ———— e e e
P R —
= <=
’(-f_, e At A £ e < = T
‘ \ =S Tq’hﬂﬁ UUU . Bilge Pump
\ Drain Plug Discharge
Pl Fins
Ru{lder fopelier
Speedemeter Pick-up
Stern Light Receptacle
Fire Extinguisher (behind seat)
Engine Compartment
Blower Exhaust Battery (under seat)

Glove Box

Unler Seat Storage

Bow Light

O,

(ole;

Anchor Storage

Swim Platform

Instrument Panel

Throttle/Shift Control

Fuel Tank Filler
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The layouts pictured on these two pages are general in nature for the MariStar
models. You should carefully review your boat from bow to stern to determine the
actual locations of items.

Bilge Pump
Discharge
Fuel Fill Tilt Steeting o
Wheel Bow Rail
Tow Eye/
Grab Bar / Bow Light
\ v O °
Mari Star
T
/ ~ \ Bow
Speedometer Strut Propelr\ Tie-down
Pick-up Shatt Ruyv Water
Propelier Pick-up
Rudder
Engine Lockable
Compartment Glove Box Passenger
Handrails
Anchor
— Storage
Tow Eye/ ™y
Grab Bor P b
b ! Bow Light
W\ -
Blower
Exhaust
‘;"!
Swim Drink
Platorm = Holders
Under Seat
. Dashboard Storage
Handrails Ski Sterage

c°°|er DI'CIin Plug
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MariStar 205 (left),
MariStar 210, 230 & 230 Sport (right) speedometer
Meter

Speedometer

Speedometer

Water Temp Tachometer

Qil Pressure

Voltmeter

" speedo

Calibrations &
Clock Adj.

Accessory
Switches

Check
Engine

T Speedometer

2 ......Tachometer/
Engine Hourmeter

NOV/AnChOr Bllge

Controls and Indicators

Check Engine Warning Light

Clock or Voltmeter
Waler Temp opt. depth

Fuel Gauge
Clock

Radio
Remote
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Accessory
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HE SPEEDOMETER INDICATES FORWARD SPEED OF BOAT IN MILES PER HOUR.
TDual speedometers are required for tournament use in case of a failure dur-
ing a run and are used in the MariStar 205. The speedometer calibration switch-
es are located on the lower right panel, next to the navigation/anchor light switch.
More information on calibration appears elsewhere. Since the MariStar 210, 230
and 230 Sport are not primarily used for tournament skiing, a single speedome-
ter is located on the instrument panel.

HE TACHOMETER INDICATES THE ENGINE SPEED IN CRANKSHAFT REVOLUTIONS
Tper minute (RPM). Propeller shaft RPM is the same as the engine except for
boats equipped with the Power Slot 1.5-to-1 ratio package, in which case pro-
peller shaft RPM is less than that of the engine RPM. The engine hourmeter reg-
isters accumulated engine operating time and is activated when the engine is
turning at least 300 PRM (above idle). Use the hourmeter to keep accurate logs

for scheduled maintenance.
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